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SINCORE Lighting(ShenzZhen)CO.,Ltd. is a comprehensive enterprise
specialized in R&D, production and sales of LED industrial lighting products.
With a comprehensive modern enterprise management system, we have
gathered a group of professionals and experienced LED R&D, developers,
sales and service teams. The company adheres to the advanced planning
and design concept, and provides the LED application overall solution for
the majority of customers with high-quality products and high-class
services.

with a firm concentration of green technology, CWCE Lighting focuses on
the research of cutting-edge technologies with the most promising market
prospects in the application of LED industry. In cooperation with many
domestic universities, it has mastered the core technologies of LED
application, such as light source structure, photoelectric display, heat
dissipation structure, data communication, video processing and
automatic control,etc.
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Quality Management

Both the management team and the technical team have more than 10 years of experience
in LED industrial lighting project development, marketing and technical advantages.
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PLANT GROWTH LAMP

We provide advanced plant lighting, control and
services to customers around the world.

High-quality solutions designed to maximize the
quality of plants in each growing environment.
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PGLE serids

Foldable LED Grow II

£
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2 Product Code POWER Input Voltage PPF(umol.s-1) LED PPF Efficiency N.W (Pound) Product Size(inch) Applicable scenario

PGLE-680W 680W 2040
AC100-277V/ )

PGLE-720W 720W 2160 3.0 umol/s/w(umol/l) 24.3 46.3*44.4*2 .3 Industrial/Household
AC 249-528W

PGLE-800W 800w 2400

Grougieontrol teclmolqg{

" Easy t0iinstall

Hot-plugging

Intelligent Control System

This controller uses LED touch screen to
facilitate navigation. Simulated Temperature and Multi channel

Spectm sunlight humidity sensing time control
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PGLS series

Ventilated LED Grow Light

Product Code POWER Input Voltage PPF(umol.s-1) LED PPF Efficiency N.W (Pound) Product Size(inch) Applicable scenario

PGLS-150W 150w AC100-277V 435 2.9umol/s/w(umol/l) 49 11.7x9.8x3.7 Industrial/Household

_ , - o All-direction ventilation
100% High efficacy SAMSUNG led inside Lifting component quick heat dissipation

Dimming range:10%

Spectrum
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wavelength(nm) sales@sincore-lighting.com
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PGL series
Classic LED Grow Light

Product Code POWER Input Voltage PPF(umol.s-1) LED PPF Efficiency N.W (Pound) Product Size(inch) Applicable scenario

PGL-150W 150W AC100-277V 435 2.9umol/s/w(umol/l) 5.7 11.7x9.8x3.7 Industrial/Household

50 by 70 *
40 80
. . o) O
. oy
All-direction ventilation
Dimming range:10% 100% High efficacy SAMSUNG led inside The respiration valve quick heat dissipation

Spectrum
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PGL050-TLA30 series
Green Grow Lights

PGL050-TLA30 series

LED Clone Grow Light

Spectrum Spectrum
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Applicable scenario

Product Code

POWER

Input Voltage

PPF(umol.s-1)

LED PPF Efficiency

N.W (Pound)

Product Size(inch)

Applicable scenario

PGLO50-TLA30

50W

AC100-277V

125

2.5umol/s/w(umol/l)

1.5

44.3x21X11

Industrial

AT4\15

Product Code

POWER

Input Voltage

Spectrum

N.W (Pound)

Product Size(inch)

PGLO50-TLA30

30w

AC100-277V

515-525nm

1.5

44.3x21X11

Industrial

sales@sincore-lighting.com

https://www.sincore-lighting.com




INDUSTRIAL LIGHTING SERIES

Widely used in high-bay lighting factories,

workshops, warehouses, logistics centers, exhibition halls,

stadiums, shipyards, mines, highway toll stations, gas stations,

supermarkets, farmers markets and other places.

sales@sincore-lighting.com https://www.sincore-lighting.com




FHBL

40wW-60W

FHBL-40W/60W

; Luminous IP Class N.W Product i
Product Code Power Effciency(lm/w) CRI CCT o Installation mode
Flux(Lm) IK Class (Pound) Size(inch)

FHBL-40W 40W 140 5600 80

140 8400 80 IP65

4000K/5000K/5700K 2.4 7.6X7.6x3.2 Hook /Bracket Mount

FHBL-60W 60w 175 26250 80 IKO8

190 28500 70

-/+180 -/+180

140lm/w / 175lm/w(Ra80),
190lm/w(Ra70)

Waterproof design Excellent heat dissipation design Air breather design

000
0
AVERAGE BEAM ANGLE(50%):86.7 DEG AVERAGE BEAM ANGLE(50%):118.1 DEG

sales@sincore-lighting.com




FHBL

100w-200W

™ 2

FHBL-TO0W FHBL-150W FHBL-200W
Product Code Power Effciency(lm/w) Huminous CRI CcCcT P Class o Product Installation mode
Flux(Lm) IK Class (Pound) Size(inch)

140 14000 80

FHBL-100W 100w 175 17500 80 4.4 10.3X10.3X4.1 Hook /Bracket Mount
190 19000 70
140 21000 80

FHBL-150wW 150w 175 26250 80 4000K/5000K/5700K :EZ; 6.0 11.8X11.8X4.0 Hook /Bracket Mount
190 28500 70
140 28000 80

FHBL-200W 200w 175 35000 80 6.6 13.2X13.2X4.0 Hook /Bracket Mount
190 38000 70

+180 1+180

Optional microwave module or
customized WIFI module controller

DiY follow up your needs smart energy conservation inner fin heat dissipation

a
0 0
AVERAGE BEAM ANGLE(50%):60 DEG AVERAGE BEAM ANGLE(50%):86.7 DEG AVERAGE BEAM ANGLE(50%):118.1 DEG

A20\21 sales@sincore-lighting.com




HBL

O ¢
TS ! v‘ BRI
2220/ A I IR
HBL-60W HBL-80W/100W HBL-120W/150W HBL-200wW/240W
) Luminous IP Class N.W Product }
Product Code Power Effciency(lm/w) CRI ccT o Installation mode
Flux(Lm) IK Class (Pound) Size(inch)
140 8400 80
HBL-60W 60W 6.7 10.3X10.3X4.6 Hook /Bracket Mount
150 9000 70
140 11200 80
80w
HBL-80W 150 12000 70
8.2 10.3X10.3X6.8 Hook /Bracket Mount
HBL-100W 140 14000 80
T00W
150 15000 70
140 16800 80 IP65
120w 4000K/5000K/5700K
HBL-120wW 150 18000 70 IKO8
10.8 11.8X11.8X7.5 Hook /Bracket Mount
HBL-150W 140 21000 80
150w
150 22500 70
140 28000 80
200w
HBL-200W 150 30000 70
127 13.0X13.0X7.91 Hook /Bracket Mount
HBL-240W 140 33600 80
240W
150 36000 70

T —
0 -directi ilati : . Patent design The luminous < i-
AVERAGE BEAM ANGLE(50%):60 DEG AVERAGE BEAM AN&LE(SO%).SGJ DEG AVERAGE BEAM ANGLE(50%):118.1 DEG All ‘CIIVECK on \,/em‘[atlon Avariety of waterproof joints . . 9 . o UGR <19, Aﬂt‘ glare
quick heat dissipation efficiency is as high as 97% not dazzling

A22\23 sales@sincore-lighting.com




HBL Ex

100W-200W

HBL Ex-100W/150W HBL Ex-200W
; Luminous IP Class N.W Product ;
Product Code Power Effciency(lm/w) CRI CCcT o Installation mode
Flux(Lm) IK Class (Pound) Size(inch)
175 17500 80
HBL Ex-100W 100W 57 Hook /Bracket Mount
190 19000 70
11.8x11.8x4.5
175 26250 80 IP65
HBL Ex-150W 150w 4000K/5000K/5700K 57 Hook /Bracket Mount
190 28500 70 IKO8
175 35000 80
HBL Ex-200W 200w 6.4 11.8x11.8x5 Hook /Bracket Mount
190 38000 70

_-97%
All-direction ventilation Avariety of wat foint Patent design The luminous . : .
quick heat dissipation variety ot waterproot joints efficiency is as high as 97% Auto-induction = -

0 0
AVERAGE BEAM ANGLE(50%):60 DEG AVERAGE BEAM ANGLE(50%):86.7 DEG AVERAGE BEAM ANGLE(50%):118.1 DEG

A24\25 sales@sincore-lighting.com




INDUSTRIAL LIGHTING SERIES

Extensively applied in city landscape decoration , skyscrapers,

casino, supermarkets, bridges, docks, TV towers and sculptures, etc.

sales@sincore-lighting.com




AREA

75W-240W

reof e

AREA-200W/240W

AREA-75W/100W/150W

A28\29

) Luminous IP Class NwW o ;
Product Code Power | Effciency(lm/w) CRI cct Product Size(inch) Installation mode
Flux(Lm) IK Class (Pound)
130 9750 80
AREA-75W 75W 101
140 10500 70
130 13000 80 IP66
AREA-100W 100w 4000K/5000K/5700K 10.2 13.0X14.7X2.0 Bracket Mount
140 14000 70 IK10
130 19500 80
AREA-150W 150W 105
140 21000 70
130 26000 80
AREA-200W 200W
140 28000 70 IP66
4000K/5000K/5700K 14.0 174x14.7x2.0 Bracket Mount
130 31200 80 IK10
AREA-240W 240W
140 33600 70
-/+180 -/+180 -/+180 -/+180
-150 150 -150 150 -150 150 -150 150
120 120 120 120 -120 120 120 120
90 90 90 90 90 90 90 90 f i s |
Z wll 1B L1101 bt 11
60 60 60 60 60 60 60 60
o Adjustable Installation angle One-piece hollowed-out . 4 o .
0 %0 0 % 0 % 0 % adjust 5 ° each time module design Patented optical lens design Heat dissipation design
0 0 0 0

SNB

SWB

sales@sincore-lighting.com

https://www.sincore-lighting.com




AREA

A30\37

350w-600W

-/+180

150

90

30

-90

-/+180

120

60

-150

-/+180

150

90

-30

30

-150

-/+180

90

30

—

AREA-350/500/600W

; Luminous IP Class NW Product ;
Product Code Power Effciency(lm/w) CRI CCcT o Installation mode
Flux(Lm) IK Class (Pound) Size(inch)
100 35000 80
AREA-350W 350w 48.7
150 52500 70
100 50000 80 IP66
AREA-500W 500w 2700K/6500K 50.7 27.2X27.9x3.7 Bracket Mount
150 75000 70 IKO8
100 60000 80
AREA-600W 600W 51.8
150 90000 70

30KVA surge protective devices

Multiple light distribution options

Heat dissipation design

sales@sincore-lighting.com

Waterproof design




SPLE

70W-200W

SPLE-70W SPLE-100W SPLE-150W SPLE-200W
) Luminous IP Class Nw Product }
Product Code Power Effciency(lm/w) CRI ccT o Installation mode
Flux(Lm) IK Class (Pound) Size(inch)
80
SPLE-70W 70W 9100 0 5. 11.9x9.3x2.0
80
SPLE-100W 100w 13000 6.0 11.9x11.2x2.0
70 IP66
130 4000K/5000K/5700K Bracket Mount
80 IKO8
SPLE-T150W 150w 19500 71 13.9x11.2x2.0
70
80
SPLE-200W 200w 26000 0 8.4 16.3x11.2x2.0

No lens

Beam Angle: 30°,60°90°,AWB Driver Self-protection Waterproof & Anti-collision surge protection

30° 60° 90° AWB

A32\33 sales@sincore-lighting.com




STL

28W-180W

STL 28/38/45/55/65W STL 75/90/105/120W STL130/150/160/180W
Effciency ) IP Class NwW Product }
Product Code Power Luminous Flux(Lm) CRI CcCT o Installation mode
(Im/w) IK Class (Pound) Size(inch)
3920/5320/
STL 28/38/45/55/65W 28/38/45/55/65W 80 9.5 22.1x9.4x3.4
6300/7700/9100
3000K/
10500/12600/ 4000K/ IP66 }
STL 75/90/105/120W 75/90/105/120W 140 80 13.2 24.6x12.3x4.2 Rod installed
14700/16800 5000K/ IKO8
18900/21000/ > /00K
STL130/150/160/180W 130/150/160/180W 80 17.2 28.8x12.3x4.2
22400/25200

Extensively applied in the roads such as main roads,
expressways, streets, flyovers and pavements and other
areas that need outdoor lighting such as squares,
schools, residential quarters, industrial areas and parks.

Power cut-off-px

Easy for the installer Nb-loT and Photocell Meets the automatically gt Off-
to adjust the position are available to meet requirements of the power when ? It,
of the lamp. the needs of smart cities. CB,CE,IK08,IP66. T0KV/20KV surge protegtor.

3 “ sales@sincore-lighting.com



